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CAUTION

For safe operation, this unit must:

1.This appliance can be used by children aged from 8 years and above and persons with 

reduced physical, sensory or mental capabilities or lack of experience and knowledge if 

they have been given supervision or instruction concerning use of the appliance in a safe 

way and understand the hazards involved. Children shall not play with the appliance. 

Cleaning and user maintenance shall not be made by children without supervision.

2. If the supply cord is damaged, it must be replaced by the manufacturer, its service 

agent or similarly qualified persons in order to avoid a hazard.

3. The appliance have full disconnection switch in the fixed wiring in accordance with the 

wiring rules.

Failure to do so can result in property damage, personal injury and 
/or death.
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1. Signal receiver

2. Press the ON/OFF button to switch ON or OFFthe air 
    conditioner, it will run in memory mode. 

3. Press the MODE button to select cooling or heating
    mode. 

4. Press the FAN button to select fan speed. 

5. Press the UP or DOWN button to select the desired
    temperature. 

wall pad

wall  pad
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Hole as an option

(to optimize the preformace of the unit) 
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KEEP THIS DISTANCE BETWEEN THE UNIT AND THE SURROUNDING WALLS
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TO THE SIDE OF THE EXTERIOR WALL
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 Hole as an option
(to optimize the performance of the unit)

Installation:
1.Open the side cover EPP,and have the
  foam sticked around the air outlet.
2.Make a whole of the indicated size in 
  proper position.
3.Fix the grille.
4.Have the unit installed.

 (Pls check when installation foam 
  thickness decided)
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1 2

3 4

 Hole as an option

(to optimize the performance of the unit)

Installation:

1.Open the side cover EPP,and have the

   foam sticked around the air outlet.

2.Make a whole of the indicated size in 

   proper position.

3.Fix the grille.

4.Have the unit installed.
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wall pad

On the top of machine, there is a pocket for wall pad, remote con-
trol with battery and support, and extension cable.
To fix wall pad on the wall, you need to make a diameter 20mm hole 
for cable to pass through.(refer to drawing2). Using 2 wooden 
screws to fix support to the wall, connect extension cable to wall
pad then put wall pad into tis support.
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220V - 60Hz.
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BATTERIES(SIZE AAA)

FIXING BELT

SIDE COVER

COVER

REMOTE CONTROL SUPPORT

ACCESSORIES DOOR

MACHINE DATAPLATE

BELT

BELT

GRILLE SUPPORT

90° CURVE

AIR PIPE

GRILLE

BUSH

SUCTION PIPE

DISCHARGE PIPE

4-WAY VALVE

LOW PRESSURE PIPE

BUCKLE

CONDENSER FAN

HIGH PRESSURE PIPE

CAPILLARY ASSY

AIR OUTLET PLUG

MOTOR FIXING STRIP

EVAPORATING FAN BLOWER

DONDENSER

MOTOR SUPPORT

MOTOR REINFORCE

COMPRESSOR

MOTOR

BASE EPP

EVAPORATOR ASSY

THERMOSTAT FOR HEATER

HEATING STRIP

FILTER

SPACER FOR PCB

THERMOSTAT BRACKET FOR HEATER

CARBON FILTER(OPTIONAL)

PCB FIXING BOARD

PCB BACKPLATE

PCB 

BASE PAN

WALL PAD SEAT

WALL PAD CONTROLLER

DRAIN PAN FOR COND

DRAIN PAN FOR EVAP

SENSOR BRACKET

MAIN CORD

COMPRESSOR CAPACITOR

COMPRESSOR FIXNG BOARD

BASEPAN FOAM

RUBBER BRACKET

CAPACITOR FIXATION CLAMP

AIR OUTLET FIXING BOARD

PLASTIC BRACKET

WIRE HARNESS

POWER CORD

DRAIN PIPE

WIRING LOOP 


	页 1
	页 2
	页 3
	页 4
	页 5
	页 6
	页 7
	页 8
	页 9
	页 10
	页 11
	页 12
	页 13
	页 14
	页 15
	页 16
	页 17
	页 18
	页 19
	页 20
	页 21
	页 22
	页 23
	页 24
	页 25
	页 26

